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This instruction implements AFPD 91-2, Safety Programs, and establishes the 926th Fighter Wing's (FW)
transportation, storage and safety, procedures for the transportation of munitions over public highways.
This instruction applies to all units within the 926 FW. References: AFMAN 91-201, Explosives Safety
Standards, T.O. 11A-1-46, Fire Fighting Guidance, Transportation and Storage Management Data, Title
49 CFR, Transportation, and DOD 4500.9-R, Transportation and Traffic Management. 

SUMMARY OF REVISIONS

Revises paragraph 1.4. and changes office symbols due to the 926 FW reorganization. It is advised to
completely review the entire publication. A (|) indicates revision from previous edition. 

1.  Responsibilities:  

1.1.  It is the responsibility of all sections and personnel involved in the handling, transportation and
storage of munitions to comply with this instruction. 

1.2.  The 706th Fighter Squadron/CC and the 926 SFS/CC or their representatives are responsible for
training personnel on the procedures and requirements for handling, and transporting, small arm
ammunition and life support munitions items to include smoke producing devices over public high-
ways. 

1.3.  Supervisors are responsible for ensuring only trained personnel in military duty status transport
munitions. 926 FW civilian employees are not permitted to transport munitions. 

1.4.  Personnel who transport munitions over public highways must be trained by the 926 FW/SEW
(Weapons Safety Manager) or designated representative in Explosive Safety and must receive
Off-Base Explosives Transportation training conducted by the 926 LRS/LGRV, (Transportation).
Each driver transporting the munitions must be made aware of all safety and security procedures for
the movement. Each driver must also report 926 LRS/LGRV to ensure compliance with all paper
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work, vehicle and drive licensing requirements prior to the movement. No munitions will be released
from the munitions storage area until these requirements are met and confirmed. Military personnel
(active duty; National Guard, including full-time technicians; and Reserves, not in technician status)
will be licensed in accordance with DOD Component regulations. A medical examiner’s certificate is
not required for military personnel. A commercial driver license (CDL) with an endorsement for haz-
ardous materials (HAZMAT) is not required when in military status. 

2.  Procedures:  

2.1.  Personnel Limits. A minimum of two (2) individuals must be present anytime munitions are
being handled, transported or stored. The decision to use additional personnel should be based on only
exposing the minimum number of personnel to the minimum amount of explosives for the minimum
amount of time. 

2.1.1.  Explosive Limits: The explosive limits will be limited to only 1.3G signal kits, and 1.4
explosives necessary to complete the mission. Compatibility will be confirmed by munitions stor-
age before transportation. A DD Form 836, Dangerous Goods Shipping Paper/Declaration and
Emergency Response Information For Hazardous Materials Transported by Government
Vehicles/Containers or Vessel, will be completed which will clearly state the net explosive
weight (NEW) and compatibility groups of the munitions being transported. 

2.1.2.  Location of the operation: Transportation of munitions over public highways will be limited
to a primary and alternate route to the final destination. 

2.2.  Safety and procedures: 

2.2.1.  Do not use bale hooks to handle explosives. 

2.2.2.  Do not tumble, drag, drop, throw, roll, or "walk" munitions. Containers designed with skids
may be pushed or pulled for positioning. 

2.2.3.  All personnel will wear protective gloves while handling munitions cases. 

2.2.4.  Smoking will not be permitted within fifty (50) feet while handling munitions. 

2.2.5.  All personnel will use proper lifting techniques while handling cases of munitions. 

2.2.6.  Hand trucks will be used if at all possible. 

2.3.  Transporting Munitions. The transportation of munitions is primarily from one location to
another utilizing public roadway, such as NAS JRB New Orleans to/from Camp Shelby. This instruc-
tion does not apply to the transport of munitions from one location to another on a military installation
even if public roadways are used. 

2.3.1.  DD Form 626, Motor Vehicle Inspection (Transporting Hazardous Material), and DD
Form 836, will be filled out completely by the senior member of the munitions movement prior to
the loading of any explosives/munitions. These forms will be verified and certified by 926 LRS/
LGRV for accuracy and a certified HAZMAT preparer will certify the paper work. All information
of the munitions items being transported must be provided to transportation before munitions stor-
age will issue out the explosives. 

2.3.2.  Prior to loading or unloading explosive-laden vehicles, turn off the engine, set the hand
brake and chock tires. 
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2.3.3.  Smoking will not be permitted within fifty (50) feet of the vehicle while loading, unloading
or transporting munitions. 

2.3.4.  All spark, flame, and heat producing devices (other than installed vehicle heaters) will be
excluded from the cargo portion of the vehicle. 

2.3.5.  Each vehicle transporting hazardous materials must have two (2) type 2A/10BC fire extin-
guishers. It is preferred that one extinguisher is in the cargo compartment and the other mounted
to the outside of the vehicle within easy access of the driver. 

2.3.6.  Vehicle must have cargo tie down straps and all munitions must be secured to prevent
movement within the vehicle. 

2.3.7.  Munitions laden vehicles must be equipped with non-spark producing highway warning
devices. 

2.3.8.  Individuals will not ride in or on the cargo compartment of motor vehicles transporting
explosives. Additionally, explosives will not be transported in a passenger compartment of a vehi-
cle. Only government vehicles (GOV) will be used in the transportation. No transportation of
explosives will be allowed in privately owned vehicles (POV). 

2.3.9.  All movements of munitions off-installations must be coordinated prior to transport with
the unit transportation function to ensure compliance with all regulatory requirements. 

2.3.10.  The senior member and all primary and alternate drivers should review the Department of
Transportation (DOT) P5800.6, North American Emergency Response Guidebook, and map of pri-
mary and secondary routes of travel included with the Hazardous Materials Transportation folder.
The Emergency Response Guidebook must be carried with the driver. 

2.3.11.  Motor vehicles containing military explosives or munitions must be marked with the
appropriate placard symbol IAW the Hazard Classification of United States Military Explosives
and Munitions guidebook. Additionally, precautions will be taken to ensure the load does not
exceed the vehicles authorized weight limits. A transport vehicle that contains less than 1001
pounds aggregate gross weight of 1.4 munitions does not require placards for off base movement. 

2.3.12.  Drivers will insure the Hazardous Materials Transportation folder is maintained in the
vehicle at all times. The folder must contain the DD Form 626, the DD Form 836, primary and
secondary route map, and DOT P5800.6. All required forms must be completed prior to vehicle
loading. 

2.3.13.  Vehicle drivers will proceed on the primary or secondary routes of travel to the destina-
tion. 

2.3.14.  Vehicle drivers will adhere to posted speed limits but will not exceed 65 miles per hour
regardless of higher posted speed limit. Drivers will reduce vehicle speeds as mandated for the
type of vehicle being operated. 

2.3.15.  Motor vehicles containing munitions/explosive materials should not stop while in-route
unless the vehicle has a break down, there is a driver change, or a situation develops where safety
could be compromised. In the event an explosive-laden vehicle must stop, the vehicle will not be
left unattended. 
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2.3.16.  In the event of a munitions movement further than 100 miles or longer than 2 hours, the
driver will stop and perform tire checks IAW DD Form 836. 

2.3.17.  In the event of a vehicle breakdown move the vehicle as far off the roadway as possible.
Chock vehicle and deploy the non-spark producing highway warning devices. 

2.3.18.  In the event of a fire, notify the local fire department and law enforcement agency. Make
every attempt to fight the fire until it reaches the hazardous cargo; at that time evacuate the area
IAW DD Form 836. The senior person must meet the fire department and advise them of the con-
tents of the vehicle(s). The DD form 836 will be used as a shipping paper with emergency
response information for all government vehicles transporting munitions. The emergency
response instructions will provide information as required to enable the driver to protect self, lad-
ing, vehicle, and any other life or property in the vicinity from hazards associated with accidents
or incidents. 

2.4.  Storing Munitions at destination location: 

2.4.1.  Upon arrival at munitions movement destination, all munitions will be stored and secured
at all times when not in use. Storage will be in accordance with the local base or range require-
ments and must be coordinated before the munitions leave NAS JRB New Orleans. Magazine
storage or licensing of facilities will be accomplished by the destination location. The 926 FW
Weapons Safety Manager must approve of any type of storage arrangements made with the desti-
nation base or range. 

2.4.2.  The Explosive limits and Hazard Classification/Division (HC/D) will be clearly posted at
each cubicle, magazine, pad, or building where explosives are stored maintained, inspected, or
handled. The destination location will have Explosive limits posted or licenses written for muni-
tions to be stored. 

2.4.3.  Munitions will be maintained in their original configuration and shipping containers. 

2.4.4.  Munitions containers will not be opened until munitions are required. Once the required
quantities of munitions are removed from the container, the container must be annotated with the
number of remaining munitions and closed immediately. 

2.4.5.  Munitions will not be removed from their original containers and stored with other muni-
tions. 

2.4.6.  Blank or practice munitions and live munitions will never be stored together. 

2.4.7.  Issue and Return: 

2.4.7.1.  A minimum of two (2) individuals will verify each munitions issue and/or return to
ensure the proper type of munitions is being removed and/or replaced. 

2.4.7.2.  Munitions will be issued in metal or wood containers. Each container will be marked
on the outside to reflect container contents and quantity. A piece of masking tape will be used
to mark the quantity of munitions in the container. 

2.4.7.3.  Unused munitions must be returned to the original packing configuration and storage
container. The storage container must then be annotated with the number of munitions in the
container and closed immediately. 

2.4.7.4.  All expended brass will be physically verified by at least two (2) individuals for erro-
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neous residue, live rounds, and mixed types. 

2.4.8.  Safety: 

2.4.8.1.  Two (2) type 2A/10BC fire extinguishers must be present at all times, one located at
each end of the munitions storage magazine, building, or area and both easily accessible to all
personnel. During the functioning of any munitions, two fire extinguishers must be present. 

2.4.8.2.  Required fire symbols must be displayed at all times and must be visible from
approaching roads. 

2.4.8.3.  At no time will prohibited materials be stored in munitions magazines, such as loose
packing material, empty containers, dunnage, or similar material. Additionally, munitions con-
tainers utilized for other than the intended purpose of the container will not be stored in the
magazine and must have all munitions related markings removed. 

2.4.8.4.  All personnel must be aware of fire evacuations distances and routes before entering
the munitions magazine according to the type of munitions being stored, transported, or uti-
lized. 

2.4.8.5.  A minimum withdrawal distance for 1.3 type explosives is 600 feet and 300 feet for
1.4 type explosive items. Any combination of 1.3 and 1.4 the withdrawal distance will be 600
feet. 

2.4.8.6.  If munitions are stored where 1.1 or 1.2 explosives are present, a minimum with-
drawal distances is 4000 feet for 1.1 and 2500 feet for 1.2 munitions. 

2.4.8.7.  Smoking is prohibited within fifty (50) feet of the storage magazine. 

2.4.8.8.  Temporary parking of GOVs will not be within 25 feet of munitions magazine except
when loading or unloading. Permanent parking will be located 100 feet from magazine. 

3.  Forms Adopted: DD Form 836, DD Form 626. 

RANDALL G. FALCON,  Colonel, USAFR 
Commander 
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